10/201 4.08EA4 ® TUV, TUEV and TUV are registered trademarks. Utilisation and application requires prior approval.

o EU-TYPE EXAMINATION CERTIFICATE

(2) Equipment and Protective Systems intended for use in
Potentially Explosive Atmosphere - Directive 2014/34/EU

(3) EU-Type Examination Certificate Number

TUV 17 ATEX 8033 X Issue: 00

(4) Equipment: Pulse Radar Level Instrument / Type RPL55/56/57/58/59/61
(5) Manufacturer: SGM LEKTRA S.r.l.
(6) Address: Via Papa Giovanni XXII, 49-20090 Rodano (M)

(7) This product and any acceptable variation thereto are specified in the schedule to this certificate
and the documents therein referred to.

(8) The TUV Rheinland Zertifizierungsstelle fiir Explosionsschutz of TUV Rheinland Industrie Service
GmbH, Notified Body No. 0035 in accordance with Article 21 of the Council Directive 2014/34/EU of
26" February 2014, certifies this product which has been found to comply with the Essential Health
and Safety Requirements relating to the design and construction of equipment and protective systems
intended for use in potentially explosive atmosphere, given in Annex Il to the Directive.

The examination and test results are recorded in the confidential report GC/Ex8033.00/17

(9) Compliance with the Essential Health and Safety Requirements, with the exception of those listed in
the schedule of this certificate, has been assessed by reference to:

EN 60079-0:2012/A11:2013 EN 60079-11:2012

(10) If the sign "X" is placed after the certificate number, it indicates that the equipment is subject to special
conditions for safe use specified in the schedule to this certificate.

(11) This EU-Type Examination Certificate relates only to the design and specification for construction of
the equipment or protective system. It does not cover the process for actual manufacture or supply of
the equipment or protective system, for which further requirements of the directive are applicable.

(12) The marking of the equipment shall include the following:

1M GExiallC T6...T3 Ga
11D ExialllC T76°C...T146°C

T6: -20°C <Ta<+60°C
T5: -20°C <Ta<+70°C
T4, T3: -20°C <Ta<+85°C

TOV Rheinland/Zstt dié ielle flr Explosionsschutz Cologne, 2017-07-25

ificateghay be circulated only without alteration. Extracts or alterations are subject to approval by the
d Ingdlstrie Service GmbH TUV Rheinland Group Am Grauen Stein 51105 Koln
Tel. +49 (0) 221 806-0 Fax. + 49 (0) 221 806 114
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(13)

(14)

(15)
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Annex
EU Type Examination Certificate
TUV17 ATEX 8033 X Issue: 00

Description of equipment

15.1 Equipment and type:

Pulse Radar Level Instrument
Type RPL55/56/57/58/59/61

15.2 Description / Details of Change

General product information

This equipment is an intrinsic safety explosion proof version (Il 1 G Ex ia lIC T6...T3 Ga, Il 1
D Ex ia lIC T76°C... T146°C Da) with stainless steel housing(type RPL55/56/57/58/59) and
plastic enclosure(RPL61).All electric circuits are fully encapsulated in the internal enclosure,
where no conductive parts are exposed to flammable gas. Two-Wire system in service, the
power of the equipment is from safety barrier limited at Ui=26.4V, li=114mA, Pi=0.752W,
Ci=0, Li=51uH.

Type code:

RPLSX-I***BG***

RPL61 _***B***

X standards for 5,6,7,8,9

***has no relationship with intrinsic safety.

For more details,please refer to RPL5x,RPL61 user manual.

Technical Data

Supply circuit..................... type of protection intrinsic safety Ex ia [IC and Ex ia llIC
(Terminals"+"and"-") Ui=26.4VDC
li=114mA
Pi=0.752W
Ci=0
Li=51uH

This EU Type Examination Certificate without signature and official stamp shall not be valid.
This certificate may be circulated without alteration. Extracts or alterations are subject to approval by:
Zertifizierungsstelle of TUV Rheinland Industrie Service GmbH
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(16) Test-Report No.

GC/Ex8033.00/17

(17) Special Conditions for safe use

EEREN

o

safety circuit.

A TUVRheinland®

Precisely Right.

. The pluse radar level instrument operate only according the technical data in intrinsically

. Warning- POTENTIAL ELECTROSTATIC CHARGING HAZARD — SEE INSTRUCTIONS.

The equipment shall use with suitable certified cable gland and block plugs.
The installation of the equipment shall be realized in conformity with the EN 60079-14:

latest edition or any national equivalent standard.

The temperature class depends on the maximum ambient temperature and medium
temperature, as following table:

Max. process temperature
T-class | T6 T5 T4 T3-T1
Ta(max)
60°C 60°C 95°C 130°C 180°C
65°C | ceeem- 70°C 130°C 180°C
70°0C | ———— 70°C 130°C 180°C
85°C el 130°C 180°C

(18) Basic Safety and Health Requirements

Covered by afore mentioned standard

TUV Rheinland Zerti

fizierungsstelle fiir Explosionsschutz

Cologne, 2017-07-25

This EU Type Examination Certificate without signature and official stamp shall not be valid.
This certificate may be circulated without alteration. Extracts or alterations are subject to approval by:

Page 2/ 2 of Annex to TUV 17 ATEX 8033 X

Zertifizierungsstelle of TUV Rheinland Industrie Service GmbH

Issue: 00



